GENERAL NOTES

Work on this project might be in progress at the same time as the resurfacing project on Route 30 from
Morrison to Clinton. Work on these projects shall be scheduled to keep interference between all the projects to
a minimum. The contractors shall inform each other of progress of the projects and give fair warning to the
other contractors when a problem might be encountered.

The Contractor shall be responsible for protecting utility property during construction operations as outlined in Article
107.31 of the Standard Specifications. A minimum of 48 hours advance notice is required for non-emergency work.
The JULIE number is 800-892-0123. The foliowing listed utilities located within the project limits or immediately
adjacent to the project construction limits are members of JULIE: .
Commonwealth Edison Co. Frontier/Citizens
- US Sprint , Lightcore

The applicable portions of Article 105.07 of the Standard Specification shall apply except for the following: The
Contractor shall be responsibie to locate the vertical depths of the underground utilities which may interfere with
construction operations. This work will not be measured or paid for separately, but shall be considered as included in
the unit bid price for the item of construction involved.

Per SB 699 (90 day utility relocation law), once right-of-way is clear to award the project, a notice will be sent to the
utility companies instructing them to have their facilities relocated within 90 days. Estimated date relocation complete =
Letting Date + 135 days.

Tie bars shall be installed to tie PCC appurtenance to adjacent existing concrete pavement.

Tie the foliowing

to the existing Length, size, and
concrete pavement spacing of Tie Bars
Gutter or Curb & Gutter Std. 606001 600 mm (24") long No. 20 (No. 6) @

600 mm (24") centers

PCC Base Course Std. 353001 600 mm (24"} long No. 20 (No. 6) @
750 mm (30") centers

PCC Pavement ~ Std. 420101 600 mm (24") long No. 20 (No. 6) @
750 mm (30") centers

Tie bars to be installed in accordance with the applicable portions of Article 420.05(b) of the Standard Specifications.
See Highway Standard 420001 for detail on longitudinal construction joint grouted-in-place tie bar. The cost of the tie
bars to be included in the cost of the PCC appurtenance adjacent to the existing pavement.

CADD data will be available to Contractors and Consultants working on this project. This information will be provided
upon request as MicroStation CADD files and Geopak coordinate geometry files ONLY. [f data is required in other
formats it will be your responsibility to make these conversions. If any discrepancy or inconsistency arises between the
electronic data and the information on the hard copy, the information on the hard copy should be used. Contact the
District’'s Project Engineer to request these files.
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